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o Iltems Condition Specifications
Rated voltage V) = 160 200 250 350 400 450
ME-SWB Surge voltage V) Room temperature 200 250 300 400 450 500
ME-UZ-SZ Category temperature range (C) = —40 to +85 —25 to +85
ME-UAX-SAX Capacitance tolerance (%) 120Hz/20°C M : £20
] Dissipation Factor(tan o) tand (max.) 120Hz/20T 0.20 0.20 0.20 0.25 0.25 0.25
ME-SWG
ME-HC uA/after CV < 1,000 0.03CV +15
Leakage current(LC ;
VELS & o 2minutes (max.) | oV > 1,000 0.02CV +25
ME-CZ Impedance ratio at Based on the value at| ~25C | Z/Zz0c 3 3 3 4 6 12
VECA low temperature 120Hz, +20C |-40C|7/Zz0c 6 6 6 — — —
MECX 85T, 2,000hours AC/C Within £20% of the initial value
rated voltage applied -
ME-AX Endurance (With the rated tand Less than 200% of the specified value
ME-WX ripple current) LC Less than the specified value
ME-WA
vewe [l Dimensions _
ME-WG sleeve p (Unit : mm)
VE-FX ¢d+0.05 kil ¢D 5 6.3 8 10 | 125| 16 18

+0.5

MEPX i ® z> F | 20 | 25 | 35 | 50 | 50 | 75 | 75
3 i © ' @d | 05 | 05 | 06 | 06 | 06 | 08 | 08
- tsmin—| | min

ME-FH ~— L+amax. —=—— 20min. —|
ME-SWN a:L<20 a=15, L>20 a=2.0
ME-HWN A pressure relief vent is provided for ¢D=6.3 or bigger

H Size, Rated Ripple Current

uF Yy 160 200 250 350 400 450
0.47 5x11 1+ 10 5x11 1+ 11 5X11 1+ 12 | | ‘
1.0 5x11 1 21 5x11 1 23 5x11 1 25 63x11 1 29 | |
22 B.3x11 ' 3] B3x11 ' 34| B3xI1 ' 35 8x11.5 ' 40 8x11.5 ! 40 !
3.3 6.3x11 ! 40| 63x11 ! 46 8x115 ! 48 8x125 | B2 10x125 | 52 ,
47 6.3x11 |, 55 8x115, 57 8x115, 59 10x125 , 67 10x16 |, 67 |
X115 | X125 1 10x12.5 | 10X1 ‘ 10x20 | ‘
10 B8 g | BUBSL gp | 1OBS L o | 1008 L [ 220 L gg e 4 100
| | | | | 16%x21 !
10x12.5 10x16 ! 10x20 126x20 ! 125x25 ! 16x25
22 |-------c= 4 1B3 [---- - 4160 |--------- 4170 [---22 - 4175 |- s - 4180 |-~z -- 4180
! ! ! ! 16x21 ! 18x21 !
10x20 | 10%20 | 126%x20 | 126x25 | 16x25 | 16x30 |
33 e Rl ey Texa1 | 220 Texar 1 290 Texos | 220
125x20 1 12.5%20 1 125%25 1 16x25 1 16%30 1 18x35.5 1
a7 |-l 4245 |-~ ST 4250 |--SX 4260 |- 4260 |--- 4270 |-t 4 245
' ' 16x21 18x21 18x25 '
es  |.125%@0 r [ 1eses o [ exes || 1exess5: | esss: |
! 16x21 | 18x21 | 18x25 | 18%30.5 | !
126x25 | | 16x30 | 18x30.5 | 18x35.5 | |
——————————————————————————— 400 |--------=7 405 |--------=17 420 |---------
82 Texer 1 980 Texer 1 990 Texos 1 400 7408 7420 ]
12.5%25 1 16x25 16x30 18%35.5 w w
100 |---ti---- 4410 |-------- 4430 |----2---- 4432 [--------n 4440 |--------- e 4
16x21 ! 18x21 ! 18x25 ! ! ! !
150 ,,,.I,G,X,S,O,,,: 550 777178}(73757.577: 575 ,,,.‘,S,X,B,S,B,,: 588 ,,,,,,,,,j ,,,,,,,,,j ,,,,,,,,,j
18x25 | 18x30.5 | | | | |
T T T T T T
16%35.5 | 18x35.5 | i i i ‘
220 -- Téx’éo’.éjl 745 |-------5% 760 |--- 1 -- ————————— ————————— N
Please refer to page 14 for ripple current frequency coefficients. L ‘
Upper : ME-HPC series(0.47uF to 4.7uF:ME-HPC series) Case size:¢DxL(mm) Rated ripple current
Lower : ME-HPD series mArms(120Hz, 85TC)
M Part number HPC HPD
160 ME 33 HPC 450 ME 10 HPD
Series code Series code
Rated capacitance Rated capacitance
Type code Type code
Rated voltage Rated voltage
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